
HardieDeck
MODERN DURABLE DECKING FOR OUTDOOR ROOMS, 

LOW SET DECKS AND BUSHFIRE ZONES.
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ENTERTAIN ALL YEAR-ROUND WITH AN 
INVITING OUTDOOR ROOM.

FIND LASTING SANCTUARY WITH NO NAILS 
OR SPLINTERS TO WORRY ABOUT.
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A SPA AND POOLSIDE 
PERFORMER*.                                                     

Pools and spas can be punishing on decks. 

Repeated cycles of baking hot sun and 

soaking from pool water makes them 

vulnerable to rot and fading. Just the type of 

damage HardieDeck™ is designed to resist.

*When installed in strict compliance with the James Hardie® 

literature relevant at the time of installation including but not 

limited to all relevant ventilation, sealing requirements and 

product suitability.

A DIFFERENT TYPE OF COMPOSITE DECKING 
MATERIAL BUILT TO LAST, COME RAIN OR SHINE.                                                                       

HardieDeck™ is designed to stay strong as it ages. Unlike timber, HardieDeck™ is resistant to damage 

from moisture and termites. And when the sun beats down, you can rely on HardieDeck™ not to warp or 

splinter. 

SAFE FOR BUSHFIRE 
ZONES, FIRE PITS 
AND BARBEQUES.                                                         

Timber and traditional composite decks 

don't stand up to the risk of fire from BBQs, 

fire pits and bushfires.

HardieDeck™ is deemed non-combustible 

and can be used in all Bushfire Attack Level 

(BAL) zones, even Flame Zone (FZ) due to 

the uniquely designed FZ Top Strip that 

covers gaps and prevents ember attack.

SMOOTH AND 
SOLID UNDERFOOT.

With concealed screws and solid, splinter-

free boards, HardieDeck™ feels smooth 

and safe under bare feet. Walk, play and 

run with no sign of bounce, squeaks or 

sponginess.

As lives become busier and backyards become smaller, outdoor rooms are becoming a 

must-have feature for Australian homes.  

Decks, verandahs, patios and courtyards are being designed with a new level of 

sophistication to enhance year-round indoor outdoor living.

HardieDeck™ has a contemporary look with the durability of James Hardie’s premium 

fibre cement in combination with a new concealed fixing system designed to increase the 

performance of low set decks.

What  is  HardieDeck?
A WINNING COMBINATION OF DURABILITY AND STYLE 

FOR OUTDOOR LIVING AREAS.

A DURABLE LOW 
TO GROUND DECK 
SOLUTION*.

With adequate cross-flow ventilation 

HardieDeck can be used as low as 150mm 

from the ground with it's new concealed fixing 

system that integrates drainage and improves 

ventilation.

Durability

Resistant to 
moisture damage

Fire
Resistant
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How  it  Works
James Hardie’s fibre cement contains wood fibres. 

Similar to timber, it can be cut with a circular saw, 

but with a fibre cement blade*. It also contains 

cement, so it’s resistant to damage from moisture, 

heat and sun making it a durable decking solution. 

HardieDeck™ boards are installed with a base jointer 

and top-strip system that conceals screws. Before 

the top strip goes on, it needs to be sealed with a 

clear or coloured sealer or durable paving paint.

COLOUR  TO  SUIT  YOUR  STYLE

With its natural state HardieDeck has the look of raw 

cement with subtle variations in colour and texture from the 

production process. Some adore this look and mix and match 

the boards then clear seal them.

However, most choose a contemporary shade of grey. It’s 

important to seal HardieDeck properly for a lasting finish. 

Download the installation and sealing guides from       

hardiedeck.com.au

OUTDOORS

How to seal and colour 
your HardieDeck™

Sealing Guide

PART 2 OF 2

Australia August 2019

Make sure your information is up to date. 
When specifying or installing James Hardie™ products, 
ensure that you have the current technical information and 
guides. If in doubt, or you need more information, visit  
www.jameshardie.com.au or Ask James Hardie™ on 13 11 03.

Remember to also download Part 1, HardieDeckTM Installation Guide
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OUTDOORS

HardieDeck™

Installation Guide
PART 1 OF 2

Australia August 2019

Make sure your information is up to date. 
When specifying or installing James Hardie™ products, 
ensure that you have the current technical information and 
guides. If in doubt, or you need more information, visit  
www.jameshardie.com.au or Ask James Hardie™ on 13 11 03.

Remember to also download Part 2, HardieDeckTM Sealing Guide

FIND OUT HOW TO BUILD A DURABLE, COMPLIANT 
HARDIEDECK BY DOWNLOADING THE INSTALLATION GUIDE.

HardieDeck™ single 
winged base jointer

HardieDeck™ 
edge cap

HardieDeck™ double 
winged base jointer

HardieDeck™ 
snap-in top 
strip

A  Builder's  Perspective
The owners of an older brick home decided 

to transform their small sloping backyard in 

Albion Park, NSW into an inviting outdoor 

room with spa.

The builder, David Mulhern from Mulbuild, 

steered his clients towards HardieDeck. 

“With the spa being part of the new area, you 

need a surface that’s not going to rot, split 

or warp with exposure to water” David said. 

“Compared, with timber HardieDeck is much 

less responsive when it gets wet and dries out. 

Changing conditions can really ruin timber 

boards and other decking products. We ended 

up saving on labour, because installation is 

much easier and quicker.” says Dave.

POPULAR COLOURS

CROMMELIN SEALERS

Available from Leading Hardware Stores.

Basalt

Light Grey

Mid Grey

Warm Sand

Light Limestone

ULTRA PAVE IN HALF STRENGTH SURFMIST

WHITE KNIGHT ULTRA 
PAVE SEALING SYSTEM & 
BERGER JET DRY SEALING 
SYSTEM

A broader range of colours can be applied in 

less harsh environments like enclosed decks 

with more than 300mm of ground clearance. 

See the Sealing Guide for more information.

*Before cutting, read James Hardie's best practice guide for safe handling and cutting 

of fibre cement boards, and recommended PPE.

Crommelin sealers are ideal for harsh 

environments like low set decks and those 

drenched in water and sun.



For more information, warnings and warranties please see our website and review the relevant installation 
and technical guides. Copyright ©2019 James Hardie Australia Pty Ltd ABN 12 084 635 558. ™ and ® denotes 

a trademark and registered mark owned by James Hardie Technology Ltd.

HardieDeck & 
Three Birds Renovations

FOLLOW THREE BIRDS RENOVATIONS 
FOR OUTDOOR ROOM INSPO.

OR CHECK OUT @HARDIEDECK ON 
INSTAGRAM AND PINTEREST.


